
®

•  Extremely Small & Compact Camera

•  Proprietary Optics

•  620 TVL Resolution

•  Depth rated to 6000 or 12000 meters

•  Operates in Air As Well As in Water

•  Wide Angle with CCD Reliability
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Mechanical

Housing: 6013-T8 Aluminum or 6Al-4V Titanium

Port: Optically polished sapphire

Outer Diameter: 2.50 cm (0.98 in)

Overall Length (w/o connector) 4.99 cm (1.97 in)

Weight in Air Al: 99.8 g (3.52 oz), Ti: 123.5 g (4.36 oz)

Weight in Water Al: 81.64 g (2.88 oz), Ti: 105.34 g (3.71 oz)

ENVIRONMENTAL

Rated Depth Al: 6000 m (19,685 ft) , Ti: 12000 m (39,370 ft)

Operating Temperature: -10 deg. C to +50 deg. C
(14 deg F to 122 deg F)

optical

Lens: 25.4 mm Fixed Focus (Proprietary Optics)

Depth of Field: Air: 3.8 cm (1.5 in.) to infinity
Water: 2.5 cm (1.0 in.) to infinity

Angle of View in Air: 80° (H) x 60° (V) x 102° (D)

Angle of View in Water: 59° (H) x 44° (V) x 72° (D)

VIDEO

Image Sensor: 1/3 inch SONY Color CCD II 410K

Effective Pixel: NTSC: 768(H) x 494(V)
PAL: 752(H) x 528(V)

Horizontal Resolution: 620 TVL

Scene Illumination: 0.04 Lux

Signal to Noise: More than 50dB

Video Output: Composite 1.0Vp-p 75ohm unbalanced

Video Format: NTSC or PAL

Electrical

Input Voltage Range: 7-32V DC

Power Consumption: 1W max

Specifications subject
to change without notice.

Nano SeaCam® 

SPEC REV 01/03/2012

The Nano SeaCam® underwater camera produces excellent images at affordable prices. It is extremely small 
but its wide angle lens covers a large viewing area while providing crisp and clear images.  It is rated to 6000 
or 12000 meters and it is suitable for use on any type of ROV or diver application. 

To ensure razor sharp image quality, the sapphire port is polished to optical standards and the camera uses 
our proprietary optics. A sturdy mounting bracket comes standard with this camera.

DeepSea’s lights, cameras, batteries, and lasers are used daily in the most demanding environments on 
planet Earth. The SeaCam® family of cameras continues our commitment to designing best-value products 
for the user who demands uncompromising quality, reliability and service.

MCBH4MP 
1 = Ground (-)
2 = Power (+)
3 = Video Out
4 = Not Used / OSD (option)
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